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1. INTRODUCTION 

Lloyd George Acoustics was engaged by BLT Energy One Pty Ltd to undertake an environmental noise 

assessment for a proposed battery energy storage system (BESS) to be located at Lot 1 on Plan 15982, situated 

at Brand Highway and Mogumber Road West, Red Gully (refer Figure 1-1) with the site plan shown in Figure 1-

2. 

 

Figure 1-1: Subject Site Location (Source: BLT Energy) 

With regard to noise emissions, consideration is given to noise from the proposed BESS fans and inverter fan 

units, as well as the high voltage (HV) and medium voltage (MV) transformers against the prescribed standards 

of the Environmental Protection (Noise) Regulations 1997. 

Appendix A contains a description of some of the terminology used throughout this report. 

Subject Site 
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Figure 1-2: Proposed Site Plan 
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2. CRITERIA 

Environmental noise in Western Australia is governed by the Environmental Protection Act 1986, through the 

Environmental Protection (Noise) Regulations 1997 (the Regulations) as follows: 

This group of regulations provide the prescribed standard for noise as follows: 

“7. Prescribed standard for noise emissions 

(1) Noise emitted from any premises or public place when received at other premises – 

(a) must not cause, or significantly contribute to, a level of noise which exceeds the assigned 

level in respect of noise received at premises of that kind; and 

(b) must be free of –  

(i) tonality; and 

(ii) impulsiveness; and 

(iii) modulation, 

when assessed under regulation 9. 

(2) For the purposes of subregulation (1)(a), a noise emission is taken to significantly contribute to a 

level of noise if the noise emission … exceeds a value which is 5 dB below the assigned level at the 

point of reception.” 

Tonality, impulsiveness and modulation are defined in regulation 9 (refer Appendix A).  Under regulation 9(3), 

“Noise is taken to be free of the characteristics of tonality, impulsiveness and modulation if - 

(a) the characteristics cannot be reasonably and practicably removed by techniques other than 

attenuating the overall level of noise emission; and 

(b) the noise emission complies with the standard prescribed under regulation 7(1)(a) after the 

adjustments in the table [Table 2-1] … are made to the noise emission as measured at the 

point of reception.” 

Table 2-1: Adjustments Where Characteristics Cannot Be Removed 

Where Noise Emission is Not Music* Where Noise Emission is Music 

Tonality Modulation Impulsiveness No Impulsiveness Impulsiveness 

+ 5 dB + 5 dB + 10 dB + 10 dB + 15 dB 

* These adjustments are cumulative to a maximum of 15 dB. 

The assigned levels (prescribed standards) for all premises are specified in regulation 8(3) and are shown in  

Table 2-2.  The LA10 assigned level is applicable to noises present for more than 10% of a representative 

assessment period, generally applicable to “steady-state” noise sources.  The LA1 is for short-term noise sources 

present for less than 10% and more than 1% of the time.  The LAmax assigned level is applicable for incidental 

noise sources, present for less than 1% of the time.   
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Table 2-2: Baseline Assigned Levels 

Premises Receiving 

Noise 
Time Of Day 

Assigned Level (dB) 

LA10 LA1 LAmax 

Noise sensitive 

premises: highly 

sensitive area1 

0700 to 1900 hours Monday to Saturday 

(Day) 

45 + influencing 

factor 

55 + influencing 

factor 

65 + influencing 

factor 

0900 to 1900 hours Sunday and public 

holidays (Sunday) 

40 + influencing 

factor 

50 + influencing 

factor 

65 + influencing 

factor 

1900 to 2200 hours all days (Evening) 
40 + influencing 

factor 

50 + influencing 

factor 

55 + influencing 

factor 

2200 hours on any day to 0700 hours 

Monday to Saturday and 0900 hours 

Sunday and public holidays (Night) 

35 + influencing 

factor 

45 + influencing 

factor 

55 + influencing 

factor 

Noise sensitive 

premises: any area 

other than highly 

sensitive area 

All hours 60 75 80 

Commercial Premises All hours 60 75 80 

Industrial and Utility 

Premises 
All hours 65 80 90 

1. highly sensitive area means that area (if any) of noise sensitive premises comprising — 
 (a) a building, or a part of a building, on the premises that is used for a noise sensitive purpose; and 
 (b) any other part of the premises within 15 metres of that building or that part of the building. 

The influencing factor (IF), in relation to noise received at the rural noise sensitive premises, has been calculated 

as 0 dB.  Table 2-3 shows the assigned levels including the influencing factor and transport factor at the receiving 

locations. 
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Table 2-3: Assigned Levels 

Premises Receiving 

Noise 
Time Of Day 

Assigned Level (dB) 

LA10 LA1 LAmax 

+0 dB IF 

Noise sensitive 

premises: highly 

sensitive area1 

0700 to 1900 hours Monday to Saturday 

(Day) 
45 55 65 

0900 to 1900 hours Sunday and public 

holidays (Sunday) 
40 50 65 

1900 to 2200 hours all days (Evening) 40 50 55 

2200 hours on any day to 0700 hours 

Monday to Saturday and 0900 hours 

Sunday and public holidays (Night) 

35 45 55 

It must be noted the assigned levels above apply outside the receiving premises and at a point at least 3 metres 

away from any substantial reflecting surfaces.   

The assigned levels are statistical levels and therefore the period over which they are determined is important.  

The Regulations define the Representative Assessment Period (RAP) as “a period of time of not less than 15 

minutes, and not exceeding 4 hours, determined by an inspector or authorised person to be appropriate for the 

assessment of a noise emission, having regard to the type and nature of the noise emission”.  An inspector or 

authorised person is a person appointed under Sections 87 & 88 of the Environmental Protection Act 1986 and 

include Local Government Environmental Health Officers and Officers from the Department of Water 

Environmental Regulation.  Acoustic consultants or other environmental consultants are not appointed as an 

inspector or authorised person.  Therefore, whilst this assessment is based on a 4-hour RAP, which is assumed 

to be appropriate given the nature of the operations, this is to be used for guidance only. 
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3. METHODOLOGY 

3.1. Ambient Noise Monitoring 

Noise monitors were deployed at the centre of the site and at the southeast boundary of the site. The purpose 

of this monitoring was to characterise existing noise levels in the vicinity of the proposed BESS location. Figure 

3-1 shows the location of each noise logger on aerial photography, with details provided in Table 3-1. 

Table 3-1: Modelling Meteorological Conditions 

Logger S/N Description Dates of Monitoring Assessed 

87802F Centre of the site 14 to 19 February 2025 

8780F7 Southeast boundary 14 to 19 February 2025 

Under the Regulations, there are certain requirements that must be satisfied when undertaking measurements 

and are defined in Regulations 19, 20, 22 and 23 and Schedule 4.  In undertaking the measurements, these have 

been satisfied, specifically noting the following: 

 All loggers were ARL type Ngara setup to record A-weighted noise levels and audio. 

 All equipment holds current laboratory certificates of calibration that are available upon request.  The 

equipment was also field calibrated before and after the Event and found to be within +/- 0.5 dB.   

 Each microphone was fitted with a standard wind screen. 

 The microphone was at least 1.2 metres above ground level and at least 3.0 metres from reflecting facades 

(other than the ground plane). 

 Meteorological conditions during the ambient noise survey were taken from the Bureau of Meteorology’s 

Gingin Station. 
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Figure 3-1: Ambient Noise Logging Locations 
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3.2. Noise Modelling 

Computer modelling has been used to predict the noise emissions from the development to all nearby receivers.  

The software used was SoundPLAN 9.1 with the CONCAWE (ISO 17534-3 improved method) selected, as they 

include the influence of meteorological conditions.  Input data required in the model are listed below and 

discussed in Section 3.2.1 to Section 3.2.4: 

 Meteorological Information; 

 Topographical data; 

 Ground Absorption; and 

 Source sound power levels. 

3.2.1. Meteorological Conditions 

Meteorological information utilised is provided in Table 3-2 and is considered to represent worst-case 

conditions for noise propagation.  At wind speeds greater than those shown, sound propagation may be further 

enhanced, however background noise from the wind itself and from local vegetation is likely to be elevated and 

dominate the ambient noise levels. 

Table 3-2: Modelling Meteorological Conditions 

Parameter Day (7.00am to 7.00pm)2 Night (7.00pm to 7.00am)2 

Temperature (oC) 20 15 

Humidity (%) 50 50 

Wind Speed (m/s) 4 3 

Wind Direction1 All All 

Pasquil Stability Factor E F 

Notes: 

1. The modelling package allows for all wind directions to be modelled simultaneously. 

2. The conditions above are as defined in Guideline: Assessment of Environmental Noise Emissions; May 2021 

Alternatives to the above default conditions can be used where one year of weather data is available and the 

analysis considers the worst 2% of the day and night for the month of the year in which the worst-case weather 

conditions prevail (source: Draft Guideline on Environmental Noise for Prescribed Premises, May 2016).  In most 

cases, the default conditions occur for more than 2% of the time and therefore must be satisfied. 

3.2.2. Topographical Data 

Topographical data of the surrounding area, along with finished levels of the proposed site, were provided by 

BLT Energy. Figure 3-2 shows a 2D overview of the proposed BESS location and six of the nearest noise-sensitive 

premises (labelled R1-R6). The location of these noise-sensitive premises were provided by BLT Energy and are 

incorporated in the model at 1.5 metres above ground level. 
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Figure 3-2: Overview of Site 

3.2.3. Ground Absorption 

The ground absorption has been assumed to be 0.7 (70%) as the BESS are located in a rural area with paddocks 

and forest, noting that 0.0 represents hard reflective surfaces such as water and 1.0 represents absorptive 

surfaces such as grass. 
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3.2.4. Source Sound Levels 

The source sound power levels were derived from data provided by BLT Energy as shown in Table 3-3. 

Table 3-3: Source Sound Power Levels, dB 

Description 

Octave Band Centre Frequency (Hz) 
Overall 
dB(A) 

63 125 250 500 1k 2k 4k 8k 

Inverter (Power Electronics PCSK GEN3 
TN0056LI) operating at 100 percent 

91 91 99 92 90 88 87 85 97 

Inverter (Power Electronics PCSK GEN3 
TN0056LI) operating at 80 percent 

88 91 95 86 85 83 81 80 92 

BESS operating at 100 percent 79 82 82 80 78 75 75 60 83 

BESS operating at 72.5 percent 75 76 75 74 69 67 60 54 75 

240MVA HV Transformer operating at 100 
percent 

101 103 98 98 92 87 82 75 99 

The following is noted in relation to Table 3-3: 

 The proposed site includes: 

̶ 1080x BESS; 

̶ 216x Inverters with an integrated MV transformer; and 

̶ 4x HV transformers. 

 Each BESS unit is modelled as an omni-directional point source at a height of 3.0 m above ground level. A 

modelling correction of KI = 2 is applied to allow for directionality skew and modelling on top of a 

box/container.  This in effect increases the overall sound power by an additional +2 dB; 

 Each Inverter unit is modelled as an omni-directional point source at a height of 2 m above ground level; 

 Each HV Transformer is modelled as an omni-directional point source at a height of 3 m above ground level; 

 During operations, an L10 parameter has been used as these operations are predicted to occur for more 

than 24-minutes in a 4-hour period. All sources are modelled to be operating concurrently. 
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4. RESULTS & ASSESSMENT 

4.1. Ambient Noise Monitoring 

The logged noise data over the duration of the survey (6 days) are shown in Figures 4-1 and Figure 4-2. These 

are the LA10 and LA90 noise levels measured over 1-hour periods. 

The wind directions are shown in graphs for the All-day, Night-time and Daytime periods in Figure 4-3 to Figure 

4-5, respectively. Generally speaking, wind direction during the survey period is weighted towards the east, east 

southeast and east northeast directions. 

The measurements show that the LA90 noise levels are below 30 dB for the majority of the night period and 

below 40 dB for the majority of the day period. Therefore, if a level above 30 dB was measured at the nearby 

sensitive premises from the proposed BESS during the night period, or a level of 40 dB was measured during 

the day period, there is a reasonable possibility that this may be audible. As a result of potential audibility, the 

presence of tonality is also considered to be possible within the assessment.  
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Figure 4-1: Ambient Noise Monitoring – Central Logger 
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Figure 4-2: Ambient Noise Monitoring – Southeast Logger 
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Figure 4-3: All Day Ambient Noise vs Wind Direction 
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Figure 4-4: Night-Time Ambient Noise vs Wind Direction 
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Figure 4-5: Day-time Ambient Noise vs Wind Direction 
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4.2. Noise Modelling 

The following scenarios were selected to represent worst-case operating conditions during the day and night 

assessment periods:  

 Day Operations (LA10) – BESS and inverter fans operating at 100% of maximum fan speed during the day 

period only. Also includes noise from the transformers. 

 Night Operations (LA10) – BESS fans operating at 72.5% of maximum fan speed and inverter fans operating 

at 80% of maximum fan speed during the night period. Also includes noise from the transformers. 

4.3. Day Operations 

The results of the worst-case day operations are shown in Table 4-1, with the noise contours provided in Figure 

4-6.  The critical assigned level at the noise-sensitive premises is during the day period on a Sunday.  An 

adjustment of + 5 dB is included for tonality, since this may be present. 

Table 4-1: Day Operations - Predicted Noise Levels and Assessment, dB LA10 

Receiver BESS Inverter Transformer Total 
Total 

Adjusted* 
Assigned Level 
(Sunday Day) 

Assigned Level 
(Mon-Sat Day) 

Assessment 

R1 28 32 23 34 39 40 45 Complies 

R2 26 30 21 32 37 40 45 Complies 

R3 27 31 21 33 38 40 45 Complies 

R4 25 30 22 32 37 40 45 Complies 

R5 26 30 22 32 37 40 45 Complies 

R6 19 23 14 25 30 40 45 Complies 

* Adjusted by + 5 dB for tonality 

Compliance is predicted at all nearest noise-sensitive premises while the proposed site operates during the day 

period, even if tonality is present. Compliance would also be predicted if these operations occurred during the 

evening period, between 7.00pm and 10.00pm. 
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4.4. Night Operations 

The results of the worst-case night operations are shown in Table 4-2, with the noise contours provided in Figure 

4-7. An adjustment of + 5 dB is included for tonality, since this may be present. 

Table 4-2: Night Operations - Predicted Noise Levels and Assessment, dB LA10 

Receiver BESS Inverter Transformer Total Total Adjusted* Assigned Level Assessment 

R1 22 28 24 30 35 35 Complies 

R2 20 26 22 28 33 35 Complies 

R3 21 27 22 29 34 35 Complies 

R4 20 26 23 28 33 35 Complies 

R5 20 26 23 29 34 35 Complies 

R6 13 19 15 21 26 35 Complies 

* Adjusted by + 5 dB for tonality 

Compliance is predicted at all nearest noise-sensitive premises while the proposed site operates during the 

night period, even if tonality is present. 
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5. CONCLUSION 

Calculations based on the data and worst-case operation modes show that the noise levels from the proposed 

site are compliant with the prescribed standards of the Environmental Protection (Noise) Regulations 1997 at 

the nearest noise-sensitive premises. 
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Appendix A – Terminology 
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The following is an explanation of the terminology used throughout this report: 

 Decibel (dB) 

The decibel is the unit that describes the sound pressure levels of a noise source.  It is a logarithmic scale 

referenced to the threshold of hearing. 

 A-Weighting 

An A-weighted noise level has been filtered in such a way as to represent the way in which the human ear 

perceives sound.  This weighting reflects the fact that the human ear is not as sensitive to lower frequencies as 

it is to higher frequencies.  An A-weighted sound level is described as LA, dB.  

 Sound Power Level (Lw) 

Under normal conditions, a given sound source will radiate the same amount of energy, irrespective of its 

surroundings, being the sound power level.  This is similar to a 1kW electric heater always radiating 1kW of 

heat.  The sound power level of a noise source cannot be directly measured using a sound level meter but is 

calculated based on measured sound pressure level at known distances.  Noise modelling incorporates source 

sound power levels as part of the input data.   

 Sound Pressure Level (Lp) 

The sound pressure level of a noise source is dependent upon its surroundings, being influenced by distance, 

ground absorption, topography, meteorological conditions etc. and is what the human ear actually hears.  Using 

the electric heater analogy above, the heat will vary depending upon where the heater is located, just as the 

sound pressure level will vary depending on the surroundings.  Noise modelling predicts the sound pressure 

level from the sound power levels taking into account ground absorption, barrier effects, distance etc. 

 LASlow 

This is the noise level in decibels, obtained using the A-frequency weighting and the S (slow) time weighting.  

Unless assessing modulation, all measurements use the slow time weighting characteristic. 

 LAFast 

This is the noise level in decibels, obtained using the A-frequency weighting and the F (fast) time weighting.  

This is used when assessing the presence of modulation.   

 LAPeak 

This is the greatest absolute instantaneous sound pressure level in decibels using the A-frequency weighting.  

 LAmax 

An LAmax level is the maximum A-weighted noise level during a particular measurement. 

 LA1 

The LA1 level is the A-weighted noise level exceeded for 1 percent of the measurement period and is considered 

to represent the average of the maximum noise levels measured. 
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 LA10 

The LA10 level is the A-weighted noise level exceeded for 10 percent of the measurement period and is 

considered to represent the “intrusive” noise level. 

 LA90 

The LA90 level is the A-weighted noise level exceeded for 90 percent of the measurement period and is 

considered to represent the “background” noise level.   

 LAeq 

The equivalent steady state A-weighted sound level (“equal energy”) in decibels which, in a specified time 

period, contains the same acoustic energy as the time-varying level during the same period.  It is considered to 

represent the “average” noise level.  

 One-Third-Octave Band 

Means a band of frequencies spanning one-third of an octave and having a centre frequency between 25 Hz 

and 20000 Hz inclusive. 

 Representative Assessment Period 

Means a period of time not less than 15 minutes, and not exceeding four hours, determined by an inspector or 

authorised person to be appropriate for the assessment of a noise emission, having regard to the type and 

nature of the noise emission. 

 LAmax assigned level 

Means an assigned level, which, measured as a LASlow value, is not to be exceeded at any time.   

 LA1 assigned level 

Means an assigned level, which, measured as a LASlow value, is not to be exceeded for more than 1 percent of 

the representative assessment period.   

 LA10 assigned level 

Means an assigned level, which, measured as a LASlow value, is not to be exceeded for more than 10 percent of 

the representative assessment period. 
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 Tonal Noise 

A tonal noise source can be described as a source that has a distinctive noise emission in one or more 

frequencies.  An example would be whining or droning.  The quantitative definition of tonality is: 

̶ the presence in the noise emission of tonal characteristics where the difference between - 

(a)  the A-weighted sound pressure level in any one-third octave band; and 

(b) the arithmetic average of the A-weighted sound pressure levels in the 2 adjacent one-third 

octave bands, 

is greater than 3 dB when the sound pressure levels are determined as LAeq,T levels where the time 

period T is greater than 10% of the representative assessment period, or greater than 8 dB at any time 

when the sound pressure levels are determined as LA Slow levels. 

This is relatively common in most noise sources. 

 Modulating Noise  

A modulating source is regular, cyclic and audible and is present for at least 10% of the measurement period.  

The quantitative definition of modulation is: 

̶ a variation in the emission of noise that — 

(a) is more than 3 dB LA Fast or is more than 3 dB LA Fast in any one-third octave band; and 

(b) is present for at least 10% of the representative assessment period; and 

(c) is regular, cyclic and audible. 

 Impulsive Noise 

An impulsive noise source has a short-term banging, clunking or explosive sound.  The quantitative definition 

of impulsiveness means: 

̶ a variation in the emission of a noise where the difference between LApeak and LAmax is more than 15 dB 

when determined for a single representative event. 

 Major Road 

Is a road with an estimated average daily traffic count of more than 15,000 vehicles. 

 Secondary / Minor Road 

Is a road with an estimated average daily traffic count of between 6,000 and 15,000 vehicles. 
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 Chart of Noise Level Descriptors 

 
 Austroads Vehicle Class 

 
 

 

 Typical Noise Levels  

 

 

 

 

 

 

 

 

 




